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CAMS Online Manual of Motor Sport, OFF ROAD, General Requirements (GR) for Off Road Vehicles.
http://www.camsmanual.com.au/05 offroad.asp

To provide additional side impact protection to buggy occupants over that provided by some existing designs.

Amend GR 9 CHASSIS/FRAME by the addition of Article 4.2 as follows:

I "# $'$
% & '
( ) * + *$
/ Upper Side Bar
pu
450mm R
Min "
\ Bottom Chassis Rail

© CAMS (Confederation of Australian Motor Sport Ltd) 2009



Bulletin Number: B09/087
Implementation Date: 1% Janua

CAMS Online

Page 2 of 5

ry 2010

al Update: Quarter 1/2010

Manu




Page 3 of 5 Bulletin Number: B09/087

Implementation Date: 1% January 2010
CAMS Online Manual Update: Quarter 1/2010

3%$

800 mm Min or
front leg to main
hoop dimension

450 mm Min

800 mm Min

Gusset:

Reinforcement for a bend or junction made from
bent sheet metal with a U shape (drawing 253-34)
the thickness of which must not be less than 1.0
mm.

The ends of this reinforcement must be situated at
a distance from the top of the angle of between 2
to 4 times the diameter of the biggest of the tubes
joined.

f




Page 4 of 5

Bulletin Number:
Implementation Date:
CAMS Online Manual Update:

B09/087
1% January 2010
Quarter 1/2010

2 0 3 3
II$
4 . *151 *151* 6)+ + # 6
1 7 % "$$ 1 0 8
0 33
3
I
0|0
)
6 !
*$
6
9 ) !
4 #
-
: | 4< $'$

Adequate exit
space is to be
retained.
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